
Model Number of 
Cylinders 

Displacement 
50 / 60 Hz 
(1450 / 1740 rpm) 

Max. Working 
Current 
(Δ / Y) 

Max. Power 
Consumption 

Starting Current 
(rotor locked) 
(Δ / Y) 

Discharge Line Suction Line Oil 
Charge mm Inch mm Inch 

HG12P/60-4 S 2 5.4 / 6.4 m3/h 6.8 / 3.9 A 2.2 kW 40 / 23 A 12 1/2” 16 5/8” 0.8 ltr. 
HG12P/75-4 2 6.7 / 8.1 m3/h 7.1 / 4.1 A 2.3 kW 40 / 23 A 12 1/2” 16 5/8” 0.8 ltr. 
HG12P/75-4 S 2 6.7 / 8.1 m3/h 8.0 / 4.6 A 2.6 kW 43 / 25 A 12 1/2” 16 5/8” 0.8 ltr. 
HG12P/90-4 2 8.0 / 9.6 m3/h 8.5 / 4.9 A 2.8 kW 43 / 25 A 12 1/2” 16 5/8” 0.8 ltr. 
HG12P/90-4 S 2 8.0 / 9.6 m3/h 8.8 / 5.1 A 2.9 kW 45 / 26 A 12 1/2” 16 5/8” 0.8 ltr. 
HG12P/110-4 2 9.4 / 11.3 m3/h 9.2 / 5.3 A 3.1 kW 43 / 25 A 12 1/2” 16 5/8” 0.8 ltr. 
HG12P/110-4 S 2 9.4 / 11.3 m3/h 10.6 / 6.1 A 3.6 kW 45 / 26 A 12 1/2” 16 5/8” 0.8 ltr. 
HG22e/125-4 2 11.1 / 13.3 m3/h 9.3 / 5.4 A 3.0 kW 69 / 40 A 16 5/8” 22 7/8” 1.0 ltr. 
HG22e/125-4 S 2 11.1 / 13.3 m3/h 10.8 / 6.2 A 3.6 kW 69 / 40 A 16 5/8” 22 7/8” 1.0 ltr. 
HG22e/160-4 2 13.7 / 16.4 m3/h 11.1 / 6.4 A 3.7 kW 69 / 40 A 16 5/8” 22 7/8” 1.0 ltr. 
HG22e/160-4 S 2 13.7 / 16.4 m3/h 13.1 / 7.6 A 4.4 kW 87 / 50 A 16 5/8” 22 7/8” 1.0 ltr. 
HG22e/190-4 2 16.5 / 19.8 m3/h 13.8 / 8.0 A 4.8 kW 69 / 40 A 16 5/8” 22 7/8” 1.0 ltr. 
HG22e/190-4 S 2 16.5 / 19.8 m3/h 16.2 / 9.4 A 5.6 kW 87 / 50 A 16 5/8” 22 7/8” 1.0 ltr. 
HG34e/215-4 4 18.8 / 22.6 m3/h 14.0 / 8.1 A 4.8 kW 87 / 50 A 22 7/8” 28 1-1/8” 1.2 ltr. 
HG34e/215-4 S 4 18.8 / 22.6 m3/h 18.3 / 10.5 A 6.0 kW 132 / 76 A 22 7/8” 28 1-1/8” 1.2 ltr. 
HG34e/255-4 4 22.1 / 26.6 m3/h 17.0 / 9.8 A 6.0 kW 87 / 50 A 22 7/8” 28 1-1/8” 1.2 ltr. 
HG34e/255-4 S 4 22.1 / 26.6 m3/h 21.1 / 12.2 A 7.2 kW 132 / 76 A 22 7/8” 28 1-1/8” 1.2 ltr. 
HG34e/315-4 4 27.3 / 32.8 m3/h 21.1 / 12.2 A 7.4 kW 111 / 64 A 22 7/8” 28 1-1/8” 1.2 ltr. 
HG34e/315-4 S 4 27.3 / 32.8 m3/h 25.5 / 14.7 A 8.9 kW 132 / 76 A 22 7/8” 28 1-1/8” 1.2 ltr. 
HG34e/380-4 4 33.1 / 39.7 m3/h 26.1 / 15.1 A 9.3 kW 111 / 64 A 22 7/8” 28 1-1/8” 1.2 ltr. 
HG34e/380-4 S 4 33.1 / 39.7 m3/h 31.2 / 18.0 A 11.1 kW 132 / 76 A 22 7/8” 28 1-1/8” 1.2 ltr. 
HG44e/475-4 4 41.3 / 49.6 m3/h 19 A 11.0 kW 83 / 109 A 28 1-1/8” 35 1-3/8” 2.3 ltr. 
HG44e/475-4 S 4 41.3 / 49.6 m3/h 23 A 13.1 kW 115 / 150 A 28 1-1/8” 35 1-3/8” 2.3 ltr. 
HG44e/565-4 4 49.2 / 59.0 m3/h 22 A 13.2 kW 83 / 109 A 28 1-1/8” 35 1-3/8” 2.3 ltr. 
HG44e/565-4 S 4 49.2 / 59.0 m3/h 26 A 15.6 kW 133 / 171 A 28 1-1/8” 42 1-5/8” 2.3 ltr. 
HG44e/665-4 4 57.7 / 69.2 m3/h 26 A 15.4 kW 115 / 150 A 28 1-1/8” 42 1-5/8” 2.3 ltr. 
HG44e/665-4 S 4 57.7 / 69.2 m3/h 30 A 18.3 kW 133 / 171 A 28 1-1/8” 42 1-5/8” 2.3 ltr. 
HG44e/770-4 4 67.0 / 80.4 m3/h 30 A 17.8 kW 133 / 171 A 28 1-1/8” 42 1-5/8” 2.3 ltr. 
HG44e/770-4 S 4 67.0 / 80.4 m3/h 35 A 21.4 kW 133 / 171 A 28 1-1/8” 42 1-5/8” 2.3 ltr. 
HG56e/850-4 6 73.8 / 88.6 m3/h 38 A 22.6 kW 133 / 171 A 35 1-3/8” 54 2-1/8” 2.7 ltr. 
HG56e/850-4 S 6 73.8 / 88.6 m3/h 43 A 25.4 kW 162 / 210 A 35 1-3/8” 54 2-1/8” 2.7 ltr. 
HG56e/995-4 6 86.6 / 103.9 m3/h 44 A 26.0 kW 162 / 210 A 35 1-3/8” 54 2-1/8” 2.7 ltr. 
HG56e/995-4 S 6 86.6 / 103.9 m3/h 50 A 29.9 kW 189 / 246 A 35 1-3/8” 54 2-1/8” 2.7 ltr. 
HG56e/1155-4 6 100.4 / 120.5 m3/h 51 A 30.4 kW 189 / 246 A 35 1-3/8” 54 2-1/8” 2.7 ltr. 
HG56e/1155-4 S 6 100.4 / 120.5 m3/h 61 A 34.5 kW 253 / 330 A 35 1-3/8” 54 2-1/8” 2.7 ltr. 
HG88e/2735-4 8 237.9 / 285.5 m3/h 118 A 63.7 kW 475 / 551 A 54 2-1/8” 76 3-1/8” 9.0 ltr. 
HG88e/2735-4 S 8 237.9 / 285.5 m3/h 141 A 77.5 kW 520 / 605 A 54 2-1/8” 76 3-1/8” 9.0 ltr. 
HG88e/3235-4 8 281.3 / 337.6 m3/h 135 A 74.6 kW 475 / 551 A 54 2-1/8” 76 3-1/8” 9.0 ltr. 
HG88e/3235-4 S 8 281.3 / 337.6 m3/h 160 A 91.0 kW 520 / 605 A 54 2-1/8” 76 3-1/8” 9.0 ltr. 
HA12P/60-4 2 5.4 / 6.4 m3/h 4.7 / 2.7 A 1.3 kW 40 / 23 A 12 1/2” 12 1/2” 0.8 ltr. 
HA12P/75-4 2 6.7 / 8.1 m3/h 5.5 / 3.2 A 1.6 kW 40 / 23 A 12 1/2” 12 1/2” 0.8 ltr. 
HA12P/90-4 2 8.0 / 9.6 m3/h 6.3 / 3.7 A 1.9 kW 43 / 25 A 12 1/2” 12 1/2” 0.8 ltr. 
HA12P/110-4 2 9.4 / 11.3 m3/h 7.0 / 4.1 A 2.2 kW 43 / 25 A 12 1/2” 12 1/2” 0.8 ltr. 
HA22e/125-4 2 11.1 / 13.3 m3/h 8.1 / 4.7 A 2.4 kW 69 / 40 A 12 1/2” 16 5/8” 0.9 ltr. 
HA22e/160-4 2 13.7 / 16.4 m3/h 9.6 / 5.5 A 2.9 kW 87 / 50 A 12 1/2” 16 5/8” 0.9 ltr. 
HA22e/190-4 2 16.5 / 19.8 m3/h 10.9 / 6.3 A 3.5 kW 87 / 50 A 12 1/2” 16 5/8” 0.9 ltr. 
HA34e/215-4 4 18.8 / 22.6 m3/h 12.1 / 7.0 A 4.0 kW 87 / 50 A 16 5/8” 22 7/8” 1.2 ltr. 
HA34e/255-4 4 22.1 / 26.6 m3/h 13.8 / 8.0 A 4.7 kW 87 / 50 A 16 5/8” 22 7/8” 1.2 ltr. 
HA34e/315-4 4 27.3 / 32.8 m3/h 17.1 / 9.9 A 5.8 kW 111 / 64 A 16 5/8” 22 7/8” 1.2 ltr. 
HA34e/380-4 4 33.1 / 39.7 m3/h 20.2 / 11.7 A 7.0 kW 111 / 64 A 16 5/8” 22 7/8” 1.2 ltr. 
HA4/465-4 4 40.5 / 48.6 m3/h 17 A 9.1 kW 82 / 107 A 28 1-1/8” 35 1-3/8” 3.4 ltr. 
HA4/555-4 4 48.2 / 57.8 m3/h 21 A 10.3 kW 107 / 140 A 28 1-1/8” 35 1-3/8” 3.4 ltr. 
HA4/650-4 4 56.6 / 67.9 m3/h 22 A 11.4 kW 107 / 140 A 28 1-1/8” 35 1-3/8” 3.4 ltr. 
HA5/725-4 4 62.9 / 75.5 m3/h 24 A 12.5 kW 107 / 140 A 28 1-1/8” 42 1-5/8” 4.5 ltr. 
HA5/830-4 4 72.2 / 86.7 m3/h 24 A 12.9 kW 126 / 160 A 28 1-1/8” 42 1-5/8” 4.5 ltr. 
HA5/945-4 4 82.2 / 98.6 m3/h 25 A 13.3 kW 126 / 160 A 28 1-1/8” 42 1-5/8” 4.5 ltr. 
HA6/1080-4 4 93.7 / 112.4 m3/h 32 A 17.0 kW 156 / 193 A 28 1-1/8” 42 1-5/8” 4.5 ltr. 
HA6/1240-4 4 107.6 / 129.1 m3/h 33 A 17.6 kW 156 / 193 A 28 1-1/8” 42 1-5/8” 4.5 ltr. 
HA6/1410-4 4 122.4 / 146.9 m3/h 33 A 17.7 kW 156 / 193 A 28 1-1/8” 42 1-5/8” 4.5 ltr. 

Ester oil filling   Number of cylinders   
                
                

Number of poles                 
                        

HG X 5 6 e / 995 - 4 S       

                        
   Size           Motor variant              
                        
  

Series 
     

Swept volume 
     

            
               
 e: additional marker for e-series compressors 

P: pluscom 
 
 

GEA Bock Semi-Hermetic Compressor

* Please contact our sales stuff for other models and voltage versions.


