
Dimensions - Metric series  

Outer Diameter Thickness Length 
6 mm 0.8 mm 

15 m, 30 m 
or 50 m 

8 mm 0.8 mm 
10 mm 0.8 / 1.0 mm 
12 mm 1.0 mm 
15 mm 1.0 mm 
16 mm 1.0 mm 
18 mm 1.0 mm 
22 mm 1.0 mm 

Dimensions - Imperial series  

Outer Diameter Thickness Length 
1/4” (6.35 mm) 0.030” (0.762 mm) 

15 m, 30 m 
or 50 m 

5/16” (7.92 mm) 0.032” (0.813 mm) 
3/8” (9.52 mm) 0.032” (0.813 mm) 
1/2” (12.70 mm) 0.032” (0.813 mm) 
5/8” (15.87 mm) 0.035” (0.889 mm) 
3/4” (19.06 mm) 0.035” (0.889 mm) 
3/4” (19.06 mm) 0.042” (1.07 mm) 
7/8” (22.22 mm) 0.045” (1.14 mm) 

Pancake coil is the most popular form for delivery, it has a smooth, 
clean and dry inner surface, and manufactured in accordance with 
ASTM B 280 or EN 12735-1. Made of Cu-DHP, soft annealed and in 
the package of cardboard boxes with shrinking PE bag.

ASTM 
B280  EN 12735-1  C12200  
PE 

* Other sizes and conditions are available on request.

Pancake Coil Copper Tube


