
Model 
 

Displacement 
 

Speed 
 

Cooling Capacity 
 

DA65V1B 6.5 cc/rev. 1320 RPM 125 W 427 Btu/hr 
1620 RPM 175 W 597 Btu/hr 
3000 RPM 315 W 1075 Btu/hr 
4320 RPM 440 W 1501 Btu/hr 

DA50V1Z 5.0 cc/rev. 1320 RPM 98 W 334 Btu/hr 
1620 RPM 135 W 461 Btu/hr 
3000 RPM 245 W 836 Btu/hr 
4320 RPM 345 W 1177 Btu/hr 

DA75V1Z 7.5 cc/rev. 1320 RPM 165 W 563 Btu/hr 
1620 RPM 210 W 717 Btu/hr 
3000 RPM 390 W 1331 Btu/hr 
4320 RPM 540 W 1842 Btu/hr 

Model 
 

Displacement 
 

Speed 
 

Cooling Capacity 
 

DZ59V1Z 5.9 cc/rev. 1320 RPM 46 W 157 Btu/hr 
1620 RPM 57 W 194 Btu/hr 
3000 RPM 105 W 358 Btu/hr 
4320 RPM 148 W 505 Btu/hr 

DZ75V1Z 7.5 cc/rev. 1320 RPM 57 W 194 Btu/hr 
1620 RPM 70 W 239 Btu/hr 
3000 RPM 138 W 471 Btu/hr 
4320 RPM 194 W 662 Btu/hr 

DZ90V1Z 9.0 cc/rev. 1320 RPM 69 W 235 Btu/hr 
1620 RPM 88 W 300 Btu/hr 
3000 RPM 172 W 587 Btu/hr 
4320 RPM 220 W 751 Btu/hr 

DZ100V1Z 10.0 cc/rev. 1320 RPM 82 W 280 Btu/hr 
1620 RPM 101 W 345 Btu/hr 
3000 RPM 180 W 614 Btu/hr 
4320 RPM 250 W 853 Btu/hr 

DZ120V1Z 12.0 cc/rev. 1320 RPM 86 W 293 Btu/hr 
1620 RPM 108 W 368 Btu/hr 
3000 RPM 210 W 717 Btu/hr 
4320 RPM 265 W 904 Btu/hr 

Model 
 

Displacement 
 

Cooling Capacity 
 

COP 
W / W 

SE35E1K-N 3.5 cc/rev. 115 W 392 Btu/hr 1.30 
SE40E1H-N 4.0 cc/rev. 125 W 427 Btu/hr 1.35 
SE40E1J-N 4.0 cc/rev. 125 W 427 Btu/hr 1.35 
PE50H1C-N 5.0 cc/rev. 175 W 597 Btu/hr 1.63 
PE65H1C-N 6.5 cc/rev. 220 W 751 Btu/hr 1.50 
PE65H1F-N 6.5 cc/rev. 223 W 761 Btu/hr 1.60 
PE75H1C-N 7.5 cc/rev. 250 W 853 Btu/hr 1.50 
PE75H1E-N 7.5 cc/rev. 255 W 870 Btu/hr 1.55 

R600a  LBP  115V / 60Hz

Model 
 

Displacement 
 

Cooling Capacity 
 

COP 
W / W 

PE45H1C 4.5 cc/rev. 130 W 444 Btu/hr 1.65 
PE50H1J 5.0 cc/rev. 157 W 536 Btu/hr 1.30 
SE50E1H 5.0 cc/rev. 138 W 471 Btu/hr 1.35 
PE50E1H 5.0 cc/rev. 141 W 481 Btu/hr 1.45 
PE55H1A 5.5 cc/rev. 170 W 580 Btu/hr 1.75 
PE59E1H 5.9 cc/rev. 165 W 563 Btu/hr 1.45 
PE65H1C 6.5 cc/rev. 190 W 648 Btu/hr 1.65 
PE65H1B 6.5 cc/rev. 190 W 648 Btu/hr 1.68 
PE75H1C 7.5 cc/rev. 218 W 744 Btu/hr 1.62 
PE75H1B 7.5 cc/rev. 220 W 751 Btu/hr 1.70 
PE80H1F 8.0 cc/rev. 240 W 819 Btu/hr 1.50 

R600a  LBP  220-240V / 50Hz

Model 
 

Displacement 
 

Cooling Capacity 
 

COP 
W / W 

FZ35Y1M-U 3.5 cc/rev. 65 W 222 Btu/hr 1.20 
FZ35E1H-U 3.5 cc/rev. 63 W 215 Btu/hr 1.40 
EZ40E1D-U 4.0 cc/rev. 68 W 232 Btu/hr 1.60 
FZ50E1G-U 5.0 cc/rev. 92 W 314 Btu/hr 1.45 
FZ50E1E-U 5.0 cc/rev. 92 W 314 Btu/hr 1.55 
FZ55H1D-U 5.5 cc/rev. 115 W 392 Btu/hr 1.64 
FZ59E1G-U 5.9 cc/rev. 115 W 392 Btu/hr 1.53 
FZ59E1D-U 5.9 cc/rev. 113 W 386 Btu/hr 1.64 
FZ65H1D-U 6.5 cc/rev. 136 W 464 Btu/hr 1.62 
EZ65E1C-U 6.5 cc/rev. 134 W 457 Btu/hr 1.65 
EZ75E1B-U 7.5 cc/rev. 153 W 522 Btu/hr 1.68 
EZ75751A-U 7.5 cc/rev. 160 W 546 Btu/hr 1.75 
FZ80E1G-U 8.0 cc/rev. 168 W 573 Btu/hr 1.48 
EZ80E1C-U 8.0 cc/rev. 170 W 580 Btu/hr 1.65 

R600a  LBP  115V / 60Hz

Model 
 

Displacement 
 

Cooling Capacity 
 

COP 
W / W 

SZ35Y1M 3.5 cc/rev. 50 W 171 Btu/hr 1.15 
PZ40E1C 4.0 cc/rev. 60 W 205 Btu/hr 1.63 
SZ45E1K 4.5 cc/rev. 70 W 239 Btu/hr 1.27 
PZ45E1C 4.5 cc/rev. 71 W 242 Btu/hr 1.65 
PZ50E1B 5.0 cc/rev. 82 W 280 Btu/hr 1.73 
PZ55H1X 5.5 cc/rev. 100 W 341 Btu/hr 1.88 
PZ59E1A 5.9 cc/rev. 99 W 338 Btu/hr 1.73 
PZ65E1A 6.5 cc/rev. 116 W 396 Btu/hr 1.75 
PZ75E1B 7.5 cc/rev. 135 W 461 Btu/hr 1.70 
SZ80E1A 8.0 cc/rev. 147 W 502 Btu/hr 1.73 
PZ85H1B 8.5 cc/rev. 165 W 563 Btu/hr 1.70 
PZ90E1A 9.0 cc/rev. 165 W 563 Btu/hr 1.73 
PZ99H1C 9.9 cc/rev. 185 W 631 Btu/hr 1.65 
PZ110H1A 11.0 cc/rev. 193 W 659 Btu/hr 1.79 
PZ120H1A 12.0 cc/rev. 210 W 717 Btu/hr 1.75 
PZ150H1D 15.0 cc/rev. 270 W 921 Btu/hr 1.60 

R600a  LBP  220-240V / 50Hz

Recip. Compressor

R290  LBP  DC InverterR600a  LBP  DC Inverter

* Please contact our sales stuff for other models and voltage versions.


