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Dimensions  

Model 
 

 
 

Cooling 
Capacity 

 

kW 

Area 
 

 
m2 

Refrigerant 
Volume 

 

L 

Inlet – Outlet 
 -  

 
mm 

Fan  
Air Flow 

 
Diam. 

 
Total Power 

 
Current 

 
Range 

 
m3/h mm W A m 

IDE – 0.47/2.5 0.47 2.75 0.7 10 - 14 400 1 x 200 1 x 29 1 x 0.2 4 
IDE – 0.93/5.0 0.93 5.20 1.3 10 - 14 800 2 x 200 2 x 29 2 x 0.2 4 
IDE – 1.4/7.5 1.40 7.40 1.9 10 - 14 1200 3 x 200 3 x 29 3 x 0.2 4 
IDE – 1.9/10.5 1.86 10.5 2.7 10 - 14 1600 4 x 200 4 x 29 4 x 0.2 4 

Technical Data  

Feature  
 

* High efficiency copper tube coils and hydrophilic-coated aluminum 
fins for corrosion resistance.
* Optimized drain tray.
* Optional with flexible defrosting heater.

Nomenclature  
 

          IDE - 0.47 / 2.5
               ①            ②          ③
 

①  Code 
②  Cooling capacity, kW; 
③  Heat exchange, m2; 

The IDE series is specially designed for applications in small cold 
rooms for the presentation of fresh or frozen products, its slim type 
design guarantees optimum space.

IDE 

IDE Series Slimline Air Cooler
IDE 


