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FEATURES:

* Nominal capacities from 2 to 6 HP

* Application temperature: +10 °C to -15 °C

* Powder coated casing provides extended corrosion resistance and 
durability

* Air cooled condenser consist of copper tubes and hydrophilic 
coated aluminum fins to provide optimum heat exchange capability

* Low-noise fan driven by maximum efficient motors, are statically 
and dynamically balanced

* Reliable components (liquid receiver, filter drier, pressure switch, oil 
separator, etc.) for longer service life, minimum maintenance needs

* 2 6 HP

* +10 °C  -15 °C

* 

Cooling Capacity (R 404A)  

Technical Data & Dimensions  

Dimensional Drawings  

Model Cooling Capacity @ Evaporating Temperature Power Consumption @ Evaporating Temperature 
+5 °C -5 °C -12 °C +5 °C -5 °C -12 °C 

JCU-2M 5.27 kW 3.75 kW 2.92 kW 1.92 kW 1.99 kW 1.91 kW 
JCU-3M 7.91 kW 5.10 kW 4.10 kW 3.02 kW 3.10 kW 2.98 kW 
JCU-4M 10.45 kW 7.00 kW 5.60 kW 4.10 kW 3.90 kW 3.70 kW 
JCU-5M 12.25 kW 8.85 kW 7.20 kW 5.44 kW 4.70 kW 4.48 kW 
JCU-6M 13.40 kW 10.10 kW 8.06 kW 6.13 kW 5.82 kW 5.37 kW 

Model Nominal 
Capacity 

Voltage Condenser Connection Dimensions (mm) 
Fan Q’ty Fan Air Volume Fan Power Liquid Suction L B H D E 

JCU-2M 2 HP 220V 50Hz / 
380V 50Hz 

1 1 x 3200 m3/h 1 x 60 W 3/8” 5/8” 970 410 835 625 380 
JCU-3M 3 HP 1 1 x 3200 m3/h 1 x 60 W 3/8” 5/8” 970 410 835 625 380 
JCU-4M 4 HP 2 2 x 3200 m3/h 2 x 60 W 1/2” 3/4” 970 410 1330 625 380 
JCU-5M 5 HP 380V 50Hz 2 2 x 3200 m3/h 2 x 60 W 1/2” 3/4” 970 410 1330 625 380 
JCU-6M 6 HP 2 2 x 3200 m3/h 2 x 60 W 1/2” 3/4” 970 410 1330 625 380 


