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Mounting Type

Model 
 

Rated Voltage 

 

Frequency 
 

Rated Input 
 

Output 
 

Current 
 

Speed 
 

Fan Blade 
 

Bracket 
 

YZ5-13 220 – 240 V 50 / 60 Hz 33 W 5 W 0.21 A 1300 RPM Ø 200 mm H72 
110 – 120 V 60 Hz 33 W 5 W 0.55 A 1550 RPM Ø 200 mm H72 

YZ7-20 220 – 240 V 50 / 60 Hz 38 W 7 W 0.23 A 1300 RPM Ø 230 mm H84 
YZ10-20 220 – 240 V 50 / 60 Hz 40 W 10 W 0.25 A 1300 RPM Ø 230 mm H84 

110 – 120 V 60 Hz 40 W 10 W 0.80 A 1550 RPM Ø 230 mm H84 
YZ16-25 220 – 240 V 50 / 60 Hz 70 W 16 W 0.45 A 1300 RPM Ø 250 mm H84 

110 – 120 V 60 Hz 70 W 16 W 1.01 A 1550 RPM Ø 250 mm H84 
YZ18-30 220 – 240 V 50 / 60 Hz 75 W 18 W 0.50 A 1300 RPM Ø 250 mm H109-1 

110 – 120 V 60 Hz 75 W 18 W 1.10 A 1550 RPM Ø 250 mm H109-1 
YZ25-40 220 – 240 V 50 / 60 Hz 100 W 25 W 0.70 A 1300 RPM Ø 300 mm H109-1 

110 – 120 V 60 Hz 100 W 25 W 1.40 A 1550 RPM Ø 300 mm H109-1 
YZ24-30 220 – 240 V 50 / 60 Hz 120 W 34 W 0.85 A 1300 RPM Ø 300 mm H109-1 

110 – 120 V 60 Hz 120 W 34 W 1.50 A 1550 RPM Ø 300 mm H109-1 

FEATURES:

Standard oil bearings, ball bearing is optonal. 
Thermal protector for motors above 10W, 
impedance protection for motors below 10W.

* Working mode: continuous S1

* Insulation Class B

* Protection Class: IP42, IP44

* Ambient temp.: -30°C to +60°C
* Low power consumption
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