
Model Nominal 
Capacity 

Cooling 
Capacity 

Application 
Temp. 

Refrigerant Recommended 
Vending Machine Volume 

Cooling Capacity @ Evaporating Temperature 
-35 °C -30 °C -20 °C -10 °C 0 °C +5 °C 

VCU-01M 1/2 HP 794 W +2°C to +8°C R134a 800 – 1000 L - - 382 W 632 W 965 W 1165 W 
VCU-01L 1 HP 903 W -23°C to -15°C R404A 800 – 1000 L 488 W 644 W 1052 W 1110 W - - 
VCU-05M 1/2 HP 788 W +2°C to +8°C R134a 1000 – 1200 L - - 480 W 765 W 1187 W - 

Technical Data  

The VCU series commercial condensing units are designed for 
vending machines such as snacks, beverages, ice cream, as well as 
display cases and walk-in coolers.

The VCU has two versions for different installation method: top 
installation and bottom installation. Easy maintenance and 
replacement thanks to its compact modularization design.

FEATURES:

* Equipped Secop / Embraco compressor, high quality components 
for maximum efficiency and reliability

* Plug-In installation solution for fast assembling, space optimization

* Evaporator auto-defrost; stainless steel plate & frame, automatically 
collect condensate water

* SECOP Embraco

* 

* 

Bottom Installation  

Commercial Unit for Vending Machine


